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WHATABRANDS REAL ESTATE
CONTACT: CINDY ESPINOZA
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SAN ANTONIO, TX 78216

CIVIL ENGINEER
SUSTAINABILITY ENGINEERING GROUP
8280 E. GELDING DR, SUITE 101
SCOTTSDALE, ARIZONA 85260
PHONE: 480-237-2507

OWNER

GREEN JEANS WEST, LLC
2929 MONTE VISTA NE
ALBUQUERQUE, NM 87106
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A PORTION OF SECTION 13, TOWNSHIP 11 NORTH, RANGE 3 EAST
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GRADING CONSTRUCTION KEY NOTES

CONSTRUCT 6" HEADER CURB PER COA STD. DET. 2415C

CONSTRUCT ADA RAMP. PER DET. 10/C3.11.
CONSTRUCT ADA RAMP. PER DET. 11/C3.11.
CONSTRUCT DELIVERY RAMP PER DET. 2/C3.10.
CONSTRUCT ADA RAMP. PER DET. 12/C3.11.

PRV ©

DET. 14/C3.20

NE EAGLE ROCK AVE

NE OAKLAND AVE
SITE

NE SAN|REDRO DR

NE ALAMEDA BLV

NOT FOR
CONSTRUCTION

NE SIGNAL AVE

NE WILSHIRE AVE

NORTH

MATCH EXISTING GRADE; CONTRACTOR TO VERIFY IN FIELD ALL GRADES PRIOR TO
CONSTRUCTION ACTIVITIES AND CONTACT ENGINEER IN CASE OF ANY DISCREPANCIES.

CONSTRUCT 6” VERTICAL CURB AND GUTTER PER COA STD DWG 2415-A.

S/T/R
13 11N 3E

VICINITY MAP

SCALE 1:800

FURNISH AND INSTALL NYLOPLAST DRAIN BASIN WITH 30" RISER AND 2'X3" STEEL GRATE PER

@ FURNISH AND INSTALL HDPE DOUBLE WALL PIPE, CLASS 100; LENGTH, SIZE AND SLOPE PER

PLAN.

FURNISH AND INSTALL REINFORCED CLASS Il CONCRETE PIPE, LENGTH, SIZE AND SLOPE PER

PLAN.

@ FURNISH AND INSTALL 30" NYLOPLAST DRAIN BASIN WITH SOLID LID. PER DET. 13/C3.12.

(7) CONSTRUCT HEAVY DUTY PAVEMENT PER DETAL 5/C3.10.
FURNISH AND INSTALL 4 MANHOLE PER COA DETAIL 2208,

@ CONSTRUCT CONCRETE SIDEWALK PER COA STD DWG 2430. WIDTH PER PLAN.

. CONSTRUCT PAVEMENT WITH 2% MAXIMUM SLOPE IN ANY DIRECTION AT ACCESSIBLE PARKING
STALLS AND 2% MAXIMUM CROSS SLOPE AT ADA ACCESSIBLE ROUTE.

@ CONSTRUCT CONCRETE PAVEMENT PER DETAIL 6/C3.10.
@ CAUTION! PROTECT EXISTING GAS AND POWER UTILITIES.

{13) PAVING TRANSITION PER DET. 7/C3.10.
TRANSITION TO' EXISTING PAVEMENT PER DET. 1/C3.10.

@ SAWCUT, REMOVE AND REPLACE EXISTING PAVEMENT.
CONSTRUCT 3" CURB OPENING. PER DET. 3/C3.10.
@ TURN DOWN SIDEWALK. PER DET. 9/C3.10.

TURN DOWN SIDEWALK. PER DET. 16/C3.11.

5' CURB TRANSITION FROM 6" TO 0" REVEAL.

NOTE:
INVERT ELEVATIONS TO BE VERIFIED IN FIELD.

EXISTING CONDITIONS AND PROPOSED DEVELOPMENT:

THE EXISTING SITE IS PARTIALLY DEVELOPED. THE SOUTHERN PORTION OF THE PROPERTY INCLUDES A
PARKING LOT WITH LANDSCAPE [ISLANDS WHILE THE NORTH AREA REMAINS UNDEVELOPED WITH AN
EXISTING DRAINAGE POND, DIRT PILES AND STORAGE CONTAINER. DRAINAGE STRUCTURES, SEWER AND
WATER LINES, AND DRY UTILITIES SUCH AS POWER, GAS AND ELECTRICITY EXIST WITHIN THE SITE. LOT

ELEVATION DROP FROM 1,238" AT THE EAST PROPERTY LINE TO ABOUT 1,232" AT THE WEST

PROPERTY LINE.

THE PROJECT WILL CONSIST IN THE DEMOLITION OF MOST OF THE EXISTING SOUTH PARKING LOT AND
THE CONSTRUCTION OF A FAST FOOD RESTAURANT (2,999 SF) WITH A DRIVE-THRU, PARKING AREA,

AND DESIGNATED LANDSCAPE.
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SINGLE CURB

NYLOPLAST DRAIN BASIN WITH 2 FT X 2FT STEEL BAR GRATE

(3) VARIABLE INVERT HEIGHTS
AVAILABLE (ACCORDING TO
PLANS/TAKE OFF)

(1) INTEGRATED DUCTILE IRON
BASE PLATE TO MATCH BASIN O.D.

MINIMUM PIPE BURIAL
DEPTH PER PIPE
MANUFACTURER

RECOMMENDATION

(MIN. MANUFACTURING

REQ. SAME AS MIN. SUMP)

(5) ADAPTER
ANGLES
47| VARIABLE 0° - 360°

K ACCORDING TO

(2) STEEL BAR FRAME & GRATE

18" MIN WIDTH GUIDELINE

—— 8" MIN THICKNESS GUIDELINE

l (Q‘ PLANS
y &
(4) VARIOUS TYPES OF INLET & OUTLET ADAPTERS AVAILABLE: «A\/
4" - 30" FOR CORRUGATED HDPE (ADS N-12/HANCOR DUAL WALL, 7 /4
ADS/HANCOR SINGLE WALL), N-12 HP, PVC SEWER (EX: SDR 35), 4

PVC DWV (EX: SCH 40), PVC C900/C905, CORRUGATED & RIBBED PVC
(CORRUGATED HDPE SHOWN)

- 12"-30" BASE PLATES SHALL BE DUCTILE IRON PER ASTM A536 GRADE 70-50-05.
- FRAME & GRATE SHALL BE STEEL PER ASTM A36.
- DRAIN BASIN TO BE CUSTOM MANUFACTURED ACCORDING TO PLAN DETAILS.
- DRAINAGE CONNECTION STUB JOINT TIGHTNESS SHALL CONFORM TO
ASTM D3212 FOR CORRUGATED HDPE (ADS N-12/HANCOR DUAL WALL),
N-12 HP, & PVC SEWER (4" - 24").
5 - ADAPTERS CAN BE MOUNTED ON ANY ANGLE 0° TO 360°. TO DETERMINE
MINIMUM ANGLE BETWEEN ADAPTERS SEE DRAWING NO. 7001-110-012.
6 - STEEL BAR GRATE SHALL MEET H-20 LOAD RATING.

ENECENEE

TRAFFIC LOADS: CONCRETE SLAB DIMENSIONS ARE FOR GUIDELINE
PURPOSES ONLY. ACTUAL CONCRETE SLAB MUST BE DESIGNED
TAKING INTO CONSIDERATION LOCAL SOIL CONDITIONS, TRAFFIC

LOADING, & OTHER APPLICABLE DESIGN FACTORS.

(3) VARIABLE SUMP DEPTH

ACCORDING TO PLANS
(6" MIN ON 12" - 24", 10" MIN ON 30"

— 12-30" =

4" MIN ON 12" - 24"
6" MIN ON 30"

BASED ON MANUFACTURING REQ.)

THE BACKFILL MATERIAL SHALL BE CRUSHED STONE OR OTHER
GRANULAR MATERIAL MEETING THE REQUIREMENTS OF CLASS |,
CLASS Il, OR CLASS IIl MATERIAL AS DEFINED IN ASTM D2321.

BEDDING & BACKFILL FOR SURFACE DRAINAGE INLETS SHALL BE
PLACED & COMPACTED UNIFORMLY IN ACCORDANCE WITH ASTM D2321.

THIS PRINT DISCLOSES SUBJECT MATTER IN WHICH
NYLOPLAST HAS PROPRIETARY RIGHTS. THE RECEIPT
OR POSSESSION OF THIS PRINT DOES NOT CONFER,
TRANSFER, OR LICENSE THE USE OF THE DESIGN OR
TECHNICAL INFORMATION SHOWN HEREIN
REPRODUCTION OF THIS PRINT OR ANY INFORMATION
CONTAINED HEREIN, OR MANUFACTURE OF ANY
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